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MANUALLY/MECHANICALLY OPERATED PNEUMATIC DISTRIBUTORS

Sintered spherical bronze discharge silencers
Connection: M5, 1/8", 1/4", 3/8", 1/2", 3/4", 1"

SINTERED BRONZE SILENCERS

BONESI PNEUMATIK

Reduction of noise emitted by
valve discharges

‘ Silencers in sintered bronze
|

‘ Passivated brass body - Copper-plated steel

TECHNICAL FEATURES

Materials
Note on materials

Connections

Passivated brass body / Copper-plated steel - Silencer in sintered bronze spherical powder
Compliant with REACH (1907/2006/EC and subsequent amendments)
M5, 1/8", 1/4", 3/8", 1/2", 3/4", 1" Gas

Threads Metric - Cylindrical Gas (BSPP)

Operating temperature  0°C + +150°C (-20°C with dry air, to avoid ice formation)

Operating pressure 0+ 10 bar

Air flow rate

Connections 1/8" 1/4" 3/8" 172" 3/4" 1"

6 bar (AP 1) S Type 28660 + 98300 NI/H 44900 + 153600 NI/H 87200 + 249200 NI/H 140700 + 322600 NI/H 189900 + 500500 NI/H 39500 + 912200 NI/H
SP Type 26760 + 99890 NI/H 34400 + 129300 NI/H 74500 + 263100 NI/H 111140 + 367000 NI/H 189900 + 534300 NI/H 379800 + 979000 NI/H
SIS Type 8550 + 24900 NI/H 13300 + 40200 NI/H 17700 + 44800 NI/H 23880 + 80500 NI/H 53400 + 170900 NI/H 81600 + 280800 NI/H
SPE Type 12630 + 42100 NI/H 20390 + 61800 NI/H 28160 + 99200 NI/H 42200 + 115900 NI/H 84380 + 234000 NI/H 77400 + 223300 NI/H

Fluid Filtered air, lubrication-free, compliant with ISO 8573-1:2010 [7:4:4]

Filtration degree

FLOW DIAGRAMS - SINTERED BRONZE SILENCERS

5-120 pm
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BONESI PNEUMATIK

SINTERED BRONZE SILENCERS

CONICAL SILENCER IN SINTERED SPHERICAL BRONZE - HEXAGONAL BODY IN COPPER-PLATED STEEL

MANUALLY/MECHANICALLY OPERATED PNEUMATIC DISTRIBUTORS

Standard sales terms and conditions available on www.bonesipneumatik.it

Symbol A Code B C Ch D OE
. M5 /5 3.5 4 7 17 45
| | Gas 1/8" S/8 45 3.8 12 21 8.5
Gas 1/4" S/4 6 45 15 27 11
E Gas 3/8" S/3 7 5.4 19 35 14
a @ Gas 1/2" Si2 8 6 23 M5 17
© [ I I 'ﬂ/ Gas 3/4" S/6 9 7.5 30 54 21
@ \ \ Gas 1" S 11 9 36 66 26.5
JA
CONICAL SILENCER WITH HEXAGON HEAD IN SINTERED SPHERICAL BRONZE - COPPER-PLATED STEEL BODY
Symbol A Code B C Ch D G E
oE M5 SP/5 5 - - 19.5 75
ST o Gas 1/8" SP/8 45 3 9 225 9.8
O,
Gas 1/4" SP/4 6 4 10 28 12,5
E Gas 3/8" SP/3 7 5 13 36 16
o Gas 1/2" SP/2 8 6 15 44 19
L | Gas 3/4" SP/6 9 6 19 56 24.5
o | Gas 1" SP/A 11 7 24 69 30
A
SILENCER WITH SINTERED SPHERICAL BRONZE PAD - HEXAGONAL BRASS BODY
Symbol A Code B C Ch D
M5 SPE/5 4 3 8 8.5
Gas 1/8" SPE/8 6 4 13 12
Gas 1/4" SPE/4 8 5 16 16
) .
o [ I l £|/ E Gas 3/8" SPE/3 8 5 19 17
(=]
@ Gas 1/2" SPE/2 10 6 24 18
aa Gas 3/4" SPE/6 10 6 30 19
Gas 1" SPE/1 10 6 36 20
SILENCER WITH SINTERED SPHERICAL BRONZE PAD - SCREWDRIVER CUT BRASS BODY
Symbol A Code B
Gas 1/8" SIS 1SP 45
Gas 1/4" SIS 2 SP 6
Gas 3/8" SIS 3 SP 7
Iia::u E Gas 1/2" SIS 4 SP 9
o
| | Gas 3/4" SIS 5SP 9
oA
Gas 1" SIS 6 SP 10
3.6.05.29
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Discharge silencers with stainless steel wire dome
Connection: M5, 1/8", 1/4", 3/8", 1/2", 3/4", 1"

STAINLESS STEEL WIRE SILENCERS Reduction of noise emitted by

valve discharges

AISI 304 stainless steel wire silencers

Passivated brass body

TECHNICAL FEATURES

Materials Passivated brass body - Silencer in AISI 304 stainless steel wire
Note on materials Compliant with REACH (1907/2006/EC and subsequent amendments)
Connections M5, 1/8", 1/4", 3/8", 1/2", 3/4", 1" Gas
Threads Metric - Cylindrical Gas (BSPP)
Operating temperature  0°C + +150°C (-20°C with dry air, to avoid ice formation)
Operating pressure 0+ 10 bar
Air flow rate
Connections 1/8" 1/4" 3/8" 172" 3/4" 1"
6 bar (AP 1) 19700 + 61000 NI/H 295850 + 108100 NI/H 35120 + 126400 NI/H 104000 + 240700 NI/H 161700 + 490500 NI/H 154700 + 423500 NI/H
Fluid Filtered air, lubrication-free, compliant with ISO 8573-1:2010 [7:4:4]
Filtration degree 5-120 ym

FLOW DIAGRAMS - STAINLESS STEEL WIRE SILENCERS

SILENCERS 1/8" - 1/4" Gas SILENCERS 3/8" - 1/2" Gas SILENCERS 3/4" - 1" Gas
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STAINLESS STEEL WIRE SILENCERS

SILENCER WITH AISI 304 WIRE DOME - HEXAGONAL BRASS BODY

Symbol oA Code B c Cch D

M5 S/5N 4 3 8 8
Gas 1/8" S/8N 6 4 13 135

; o

e [ I I ﬂ/ Gas 1/4" /4N 8 5 16 18
© ‘ ‘ E Gas 3/8" S/3IN 8 5 19 19
oa Gas 1/2" SI2N 9 55 24 205

Gas 3/4" S/BIN 9 5 30 23

Gas 1" SAN 10 6 36 26
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MANUALLY/MECHANICALLY OPERATED PNEUMATIC DISTRIBUTORS

Sintered polythene discharge silencers

Connection: 1/8", 1/4", 3/8",

PLASTIC SILENCERS

12", 3/4", 1"

Reduction of noise emitted by
valve discharges

‘ Sintered polythene silencers

‘ PA6 nylon body

TECHNICAL FEATURES
Materials

Note on materials
Connections

Threads

Operating temperature
Operating pressure
Air flow rate
Connections

6 bar (AP 1)

Fluid

Filtration degree

PA6 nylon body - Silencer in sintered polythene

Compliant with REACH (1907/2006/EC and subsequent amendments)
1/8", 1/4", 3/8", 1/2", 3/4", 1" Gas

Cylindrical Gas (BSPP)

0°C + 80°C (-20°C with dry air, to avoid ice formation)

0+ 10 bar

1/8" 1/4" 3/8" 12" 3/4" 1"

21090 + 68700 NI/H 35300 + 114100 NI/H 44900 + 152500 NI/H 59000 + 158200NI/H 188700 + 450600 NI/H 183000 + 492500 NIH
Filtered air, lubrication-free, compliant with ISO 8573-1:2010 [7:4:4]

50 um

FLOW DIAGRAMS - PLASTIC SILENCERS

SILENCERS 1/8" - 1/4" Gas SILENCERS 3/8" - 1/2" Gas SILENCERS 3/4" - 1" Gas
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PLASTIC SILENCERS

SINTERED POLYTHENE SILENCER - ACETAL RESIN BODY

QE
2 I\ ‘ | Ch Symbol GA Code B Cc Ch D OE
—_ Gas 1/8" SN/8 7 2.5 10 35 16.5
Ee— Gas 1/4" SN/4 7 3 12 43 19.5
EBS—a—— Gas 3/8" SN/3 1 3 16 59 24.5
o =
E———— E Gas 1/2" SN/2 11 3 16 59 24.5
= = Gas 3/4" SN/6 18 10 25 118 50
CDI ‘ ‘ Gas 1" SN/1 18 10 25 118 50
QA
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